3RO\XUHWKDQH6HDODQWV

Joint Sealants
$FU\OLF6HDODQW

One Component:

2 Components:

Elastoseal PU25 / PU40

Elastoseal PU

ADVANTAGES

Single Component Polyurethane Joint Sealant

Two Components Polyurethane Sealant

Single component, ready to use
High adhesion and bonding properties
Paintable with emulsion and alkalide paints
Weather resistance
Easy to apply
Economical

A high performance, single component moisture
curing polyurethane, elastomeric joint sealant.
:KHQFXUHVLWIRUPVDµH[LEOHZHDWKHUSURRIMRLQW
sealant with superior adhesion to most substrates.

ELASTOSEAL PU Polyurethane Sealant is a
high-performance,
elastomeric,
chemicallycuring, multi-purpose Polyurethane sealant.
When cures it forms an elastic, joint sealant with
high mechanical strength, abrasion resistance,
and with high extensibility to withstand long-term
abuse and dynamic movement. ELASTOSEAL is
produced in two grades.

Acryseal
Acrylic Sealant
A single component, multi purpose sealant
based on acrylic co-polymer resins which, when
FXUHV IRUPV D µH[LEOH VHDODQW $&5<6($/
sealant is resistant to abrasion and weathering
and also has a very good adhesion to most
SRURXVVXUIDFHV

ADVANTAGES
Specially developed for sealing expansion joints
Can be applied for both horizontal and vertical
surfaces
)DVW FXULQJ VNLQ IRUPDWLRQ ZKLFK VLJQL´FDQWO\
reduces dirt collection

%LWXPHQ6HDODQW

Conmastic
Highly Rubberized Bitumen Sealant
A single component, ready to use bitumen
sealant with selected grade of asphalt, high
FRQWHQW RI HODVWRPHULF UXEEHU ´EUHV PLQHUDO
´OOHU DQWLVDJJLQJ DJHQW DQG IDVW HYDSRUDWLQJ
VROYHQW &210$67,& FDQ EH XVHG IRU VHDOLQJ
DQG ZDWHUSURR´QJ RI MRLQWV FUDFNV KROHV HWF
2QFH FXUHG &210$67,& IRUPV EODFN µH[LEOH
VHDODQW ZLWK H[FHOOHQW DGKHVLRQ WR PRVW RI
FRQVWUXFWLRQSURGXFWV

ADVANTAGES
Single component, ready to use formulation.
No preheating is required
Excellent adhesion and bonding properties
Good expansion and contraction properties
Good mechanical properties
Easy applied by tools or by gun
Resistant to bacterial attack

3RO\VXOSKLGH6HDODQWV

&RDO7DU6HDODQWV

Elastoseal CTP
Coal Tar Extended Polyurethane Joint Sealant
A two component pitch extended, Polyurethane based joint sealant that cures to provide a durable
and elastic seal, with superior resistance against exposure to severe climate conditions, UV light and
other chemicals.

ADVANTAGES
Extremely resistant to chemicals and high grade hydrocarbon fuel
Permanent and uniform water tight seal
Load bearing for support of arises under heavy wheel load

Elastoseal PS
Two Component Polysulphide Sealant
$ WZR SDUW KLJK SHUIRUPDQFH 3RO\VXOSKLGH MRLQW VHDODQW ,W LV VSHFL´FDOO\ GHVLJQHG IRU VHDOLQJ
PRYHPHQWMRLQWVLQEXLOGLQJVDQGFLYLOHQJLQHHULQJVWUXFWXUHVHVSHFLDOO\ZKHUHWKHVHUYLFHFRQGLWLRQV
ZRXOGEHKDUVKIRUPRVWFRPPRQVHDODQWV
3*6HOIOHYHOLQJSRXULQJJUDGHIRUKRUL]RQWDOMRLQWV
**7KL[RWURSLFJXQJUDGHIRUYHUWLFDOMRLQWDSSOLFDWLRQV

(SR[\386HDODQWV

Elastoseal EPU

Joint Fillers

Jointex BT

&RUGRµH[

Bitumen Impregnated Fibreboard

Technical Polyethylene Foam Cord for Expansion
Joints

0DQXIDFWXUHGIURPLPSUHJQDWHGZRRG´EUHVWKDW
VHUYHDVDQH[FHOOHQWFRPSUHVVLEOHMRLQW´OOHUDQG
SURWHFWLRQERDUG,WLVXVHGWRIRUPDQG´OOH[SDQ
sion joints in in-site and pre-cast concrete
construction industry.

A closed cell polyethylene foam cord with
minimal water absorption for sizing static and
dynamic joints in the building industry. Available
in different sizes that ranges from 6mm to 50mm
in diameter and could be applied both vertically
and horizontally.

Heavy Duty Epoxy Urethane Joint Sealant

ADVANTAGES
$WZRFRPSRQHQWVHOIOHYHOLQJHSR[\PRGL´HG
SRO\XUHWKDQH MRLQW VHDODQW ,W FDQ EH SRXUHG
GLUHFWO\LQWRKRUL]RQWDOMRLQWVLQRUGHUWRIRUPD
tough resilient seal containing a limited degree
RIµH[LELOLW\,WFDQDFFRPPRGDWHVPDOODPRXQW
RIPRYHPHQWLQH[SDQVLRQDQGFRQWUDFWLRQEXW
FDQWDNHKLJKFRPSUHVVLYHVWUHVVHV

ELASTOSEAL PU-PG, a self-leveling pouring
grade for horizontal joints
ELASTOSEAL PU-GG, a thixotropic gun grade for
vertical joint applications.

(DV\WRDSSO\DQGFXUHVUDSLGO\
([FHOOHQWDGKHVLRQWRFRQFUHWHDQGDVSKDOWLF
substrates
([WUHPHO\UHVLVWDQWWRFKHPLFDOVDQGK\GURFDUERQ
6HOIOHYHOLQJWRSURGXFHXQLIRUPDQGQHDWMRLQWV

Primers

Seal Prime

Seal Prime NP

Primer for Joint Sealants

Non-Staining Primer for Non Porous Joints

A low viscosity single component adhesion
promoting primer for movements and control
joints in porous substrates. It forms a chemical
bridge at the interface between the concrete
surface and the sealant which is applied into the
joint.

A one component, colorless, non staining primer
especially designed to secure adhesion for joints
in non porous substrates. SEALPRIME NP is
composed of a moisture reacting organosilane in
a mixture of volatile solvents, and additives to
ensure overall wetting of the substrate.

