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INDUSTRIAL FLOORING

PRIMER POXY FF* is a universal primer for the EPOFINISH 
and EPOFLOOR product range, its applied on prepared 
concrete and cemen   ous substrates to seal the 
substrate and enhance bonding with top coats. PRIMER 
POXY FF* is a two component solvent free epoxy resin 
that has sealing proper  es making it ideal for concrete 
substrates. 

Surface Prepara  on

The surface should be sound, clean, dry and free from 
loose and fl aking materials, effl  orescence, laitance, curing 
compounds, dirt, oil, grease or other  contaminants. 
Mechanical methods like grinding or grit/cap  ve blas  ng 
in order to provide a suitable profi led open textured 
surface is strongly recommended. 

New concrete or cemen   ous surfaces should be at least 
28 days old, have moisture content not exceeding 5% and 
rela  ve humidity of the concrete is 75% or below. Old 
or exis  ng fl oor should be refurbished mechanically to 
ensure clear sound substrate. 

  Priming of joint edges to receive urethane, epoxy, 
and polyurea based sealants.

  Priming of concrete slabs and walls to receive 
solvent free epoxy, urethane, MMA, polyurea, 
hybrid coa  ngs, screeds and self smoothening 
toppings.

  Priming of concrete substrates to receive epoxy and 
urethane based repair mortars.

  Priming of cemen   ous screeds to receive epoxy, 
urethane and resinous toppings.

PRIMER POXY FF* is used as follows :

  As a universal versa  le primer for resinous fl ooring 
and concrete repair systems especially screeds and 
self smoothening toppings

  Sealing of highly porous cemen   ous substrates 
prior to topcoa  ng with EPOFLOOR range Mix PRIMER POXY FF* as supplied. Add the en  re content 

of hardener can to the base can and mix thoroughly for 
about 2 minutes. 

Applica  on

Once mixed, the PRIMER POXY FF* shall be immediately 
applied in a thin con  nuous fi lm using s  ff  brushes or 
rollers. Avoid over-applica  on and puddles. 

PRIMER POXY FF* shall be allowed to become 
tack- free prior to the applica  on of epoxy coa  ng 
(unless otherwise specifi ed) but well within the 
open  me specifi ed for the given temperature. 

Cleaning 

Clean tools with SOLVENTE 10 promptly before material 
hardens. Cured material must be mechanically removed. 



The informa  on in this Technical Data Sheet is based on Colmef Monneli’s experience. Colmef Monneli does not accept any liability arising from the use of its products as it 
has no direct or con  nuous control over where or how its products are applied. All Colmef Monneli’s Data Sheets are updated on regular basis. It is the user’s responsibility to 
obtain the latest version.
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PRIMER POXY FF*

Proper  es Results

Appearance Semi –Translucent 
Creamy Liquid 

Solid content 100%

Mix density at 20°C 1.3  kg /L

Pot-life  me at 20°C 1 hour 

Tack free  me at 20°C 18 hours

Adhesion Bond to 
Concrete  

Higher than host 
concrete cohesive 

strength. 

Density at 25°C 1.25kg/L

All values are subject to 5-10 % tolerance

Recommenda  ons

  Don’t apply the product with imminent rain

  PRIMER POXY FF* should not be applied on asphalt 
fl oor and PVC  les

Cleaning

Clean equipment with SOLVENTE 10. In case of spillage, 
use fi ne silica or cement to absorb the spill and dispose 
of according to local regula  ons.

Store the product in dry closed place with temperature 
between +5°C and +35°C. In these condi  ons, the 
product maintains its stability for 12 months. 

Avoid contact with skin & eyes. Protec  ve clothing 
such as gloves & safety goggles should be worn during 
applica  on.  

Treat any splashes to the skin or eyes with fresh water 
immediately.  

Should the product be accidentally swallowed, do 
not induce vomi  ng, but call for medical assistance 
immediately.  

Ensure adequate ven  la  on at site and avoid inhala  on 
of vapors. 

PRIMER POXY FF* is supplied in 15 Liter kits. 

7-10 m² / liter per coat according to the porosity of the 
surface.


