TILE ADHESIVES
Uses

MONNELI ELASTOKOL
SyntheƟc Latex AddiƟve for Tile Adhesive

NEOFIL le adhesive mixed with ELASTOKOL is the
perfect solu on for internal and external laying of
ceramic les of every type, vitreous and ceramic
mosaics, porcelainized grès, klinker, single-fired les,
marbles, ar ficial and natural stones.
It is recommended for applica on on:
External walls
Prefabricated concrete walls
Terraces and balconies
Heated floors
Refrigera ng rooms

Product DescripƟon

On supports exposed to strong movements,
vibra ons, or high temperature varia ons

An extremely elas c water based polymer. When mixed with cement le adhesives, it improves remarkably the
adhesion to the support, performing an elas c gluing which can absorb the diﬀerent movements between
structure and le, and making the le bedding impermeable as well.
NEOFIL le adhesive + ELASTOKOL mix gives excellent adhesion to many types of surfaces such as concrete, bricks,
glass, marble, ceramic, etc.

InstrucƟons for Use

ApplicaƟon

Surface PreparaƟon

Spread the mixture on the substrate to a uniform
thickness of 2–3 mm using a toothed spatula, the first
pass with its straight edge and the second pass,
immediately a er, with the toothed part.

Supports must be solid, compact, free from dust,
grease substances and inconsistent parts. New
cement supports should have been allowed to cure
suﬃciently so that all shrinkage movements take
place before fixing les.
Gypsum boards should not have a percentage of
humidity more than 10% and must be previously
treated with PRIMER A16.

Mixing
ELASTOKOL may par ally or totally subs tute the
mixing water of the adhesives according to the
elas city required. Pour the 25 kg le adhesive bag
into a container with about 5 to 5.25 liters of
ELASTOKOL, and mix un l a homogeneous lump
free mixture is obtained. Let the mixture rest for
about 5 minutes and briefly remix before
applica on.

Place the les onto the adhesive bed. Apply suﬃcient
pressure on the le during fixing it with slight twis ng
movement in order to ensure good contact with the
adhesive.
The adjustment me of the adhesives mixed with
ELASTOKOL in regular condi ons, will be less than
normal adhesive mixture.
Joints can be executed a er about 10 hours of ling
for walls, and a er 24 hours for floors.
ELASTOKOL may be mixed with any type of powdered
adhesives. The most advisable types of adhesives
would be NEOFIL F 7, NEOFIL F 8 and MAXICOL.
Adhesives mixed with ELASTOKOL may be used for
the laying of big ceramic les.

ConsumpƟon

Technical Data

For each 25 Kg bag of le adhesive:

Properties

Result
Liquid

To improve adhesion, mix 1.5 Liter of ELASTOKOL
with 3.5 Liter of water

White
1.01 kg/L

To improve adhesion with high flexibility, mix 2.5
Liter of ELASTOKOL with 2.5 Liter of water

Appearance
Color
Density
VOC

0.6 g/L

Packaging
NEOFIL F 8 mixed with ELASTOKOL

ELASTOKOL is available in 20 Liter cans and 200 Liter
drums.

Thixotropic

Consistency
Thermal expansion
coeﬃcient

12.7 x 10-6/0C

Water absorp on

< 2%

Chemical resistance

Excellent to most
alkalis and diluted
acids

Service temperature

-50C to +800C

Storage
Keep the product in a dry place, into original well
closed cans, protect from frost and direct sun rays.

Health & Safety

Adhesion strength
(EN 1348)
Ini al adhesion at 28days
Adhesion a er heat
Adhesion a er water
immersion
Adhesion a er Freezethaw cycle

Handle the product with cau on. Use gloves and
goggles to avoid contact with eyes and skin. In case of
contact with eyes, wash abundantly with warm water
and consult a doctor immediately.

2.0 N/mm²
2.2 N/mm²
1.6 N/mm²
1.5 N/mm²

All values are subject to 5-10 % tolerance

Applicable Standards
EN 12004 as C2 (with NEOFIL F 8)
EN 12002 as S1
(according to the type of adhesive and dilu on
Ra o)
ANSI A118.4 (with NEOFIL F 8)
EN 1348

The information in this Technical Data Sheet is based on Colmef Monneli’s experience. Colmef Monneli does not accept any liability arising from the use of its products as it has no
direct or continuous control over where or how its products are applied. All Colmef Monneli’s Data Sheets are updated on regular basis. It is the user’s responsibility to obtain the
latest version.
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