WATERPROOFING

MONNELI ASFABIT PRIME
Quality Black Bitumen Primer

Product DescripƟon
A quick drying solvent based low viscosity bitumen
primer. it is used as a primer coat on masonry and
concrete substrates to improve the adhesion of bitumen
based membranes and coa ngs. Is low in viscosity,
which allows it to penetrate into the concrete pores
and improve the adhesion between the membrane and
the concrete surface. In addi on to that, the primer
also acts as a binder for dust par cles which gets
accumulated on the concrete surface even a er cleaning.

Technical Data
ProperƟes

Results

Specific gravity at 15°C

0.85 - 0.90

Ford cup # 4 Viscosity at
25°C

35-37 sec

Approx. solids content
W/W
Drying me at 25°C

≥ 45%
2 h Max

Uses

Flash point (closed cup)
minimum

≥ 35°C



Saybolt furol viscosity at
25°C

25 to 125 s



Applica on procedure, used as a primer and
sealer coat prior to the applica on of bitumen
based waterproofing membranes and coa ngs.
This can also be used as a curing compound on
freshly cast concrete bitumen primer provides
eﬀec ve waterproof, weatherproof, corrosion
resistant protec ve coa ngs. It is resistant to
low concentra ons of alkalis and acids and can
withstand prolonged oxida on.
It is suitable for applica on to a wide variety of
materials including iron and steel, lead, zinc,
aluminum, asbestos, cement, concrete, stone,
wood, felt and brick and is mainly used for metal
protec on.

Advantages


Improves the adhesion between bitumen based
sheet membranes and coatings



Cold applied, does not require heating



Binder for dust particles



Anti corrosive & Conforms to the following
standards ASTM D 41 - Asphalt primer for roofing,
damp proofing and waterproofing

Dis lla on, volume % of
the primer:
Up to 225°C (437°F)
Up to 360°C (680°F)
Penetra on of residue at
25°C (77°F), 100 g, 5 s

not less than 35
not more than 65
20 to 50

All values are subject to 5-10 % tolerance

Coverage
The generally recommended coverage rate for
Asfabit Prime is Mild Steel 4-6m²/L per coat Concrete (dependent on porosity) 3-6 m²/L per coat

Packaging
is available in 15 Ltr, 20 Ltr metal pails and 200 Ltr steel
drums.
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Storage
Asfabit Prime contains a flammable solvent and all precau ons against fire must be taken during both storage
use. Store in cool condi ons. Keep away from sources of
igni on.

Shelf Life
Minimum two years when stored in unopened containers according to the manufacturer’s instruc ons.

The informa on in this Technical Data Sheet is based on Colmef Monneli’s experience. Colmef Monneli does not accept any liability arising from the use of its products as it
has no direct or con nuous control over where or how its products are applied. All Colmef Monneli’s Data Sheets are updated on regular basis. It is the user’s responsibility to
obtain the latest version.
ASFABIT PRIME
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